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 2.
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DETAILS NO. 1

MESSENGER WIRE SPAN
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CONNECTION

CONNECTIONMESSENGER WIRE
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POWER OR DATA CABLES)

 

   

#8

#10

This is Type 1

 

   

This is Type 2

#8

#10

5CSC

DLC

2

3

2 8 25% 16 13%

 

   

#6

#8

FO48 1 4 25% 13%

This is not covered by Type 1 or Type 2

3 CONDUCTOR SIGNAL CABLE

5 CONDUCTOR SIGNAL CABLE

9 CONDUCTOR SIGNAL CABLE

12 CONDUCTOR SIGNAL CABLE

28 CONDUCTOR SIGNAL CABLE

TABLE 1

BUNDLE CLASSIFICATION FOR

 3/8 " MESSENGER WIRE BUNDLED WITH

A SINGLE TYPE OF POWER OR DATA CABLE 
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REQUIRED SAG

NO SCALE

Total weight of Bundle Type 1 not to exceed 1.9 lb/ft.

Maximum cross section dimension of Bundle not to 

exceed 1.5"

Total weight of Bundle Type 2 not to exceed 3.0 lb/ft.

Maximum cross section dimension of Bundle not to 

exceed 2"

EXAMPLE 2: SUPPORTED CABLES 6-#8,

2-#10, 3-5 CONDUCTOR SIGNAL CABLE, 2-DLC

EXAMPLE 1: SUPPORTED CABLES 8-#8, 2-#10 EXAMPLE 3: SUPPORTED CABLES 12#6, 4-#8, 1FO48
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MAXIMUM

FOR TYPE 1
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FOR TYPE 2

PERCENTAGE
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PERCENTAGE

(TYPE 1)

MAXIMUM

FOR TYPE 2
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AMBIENT

TEMPERATURE
SAG

ABOVE 121^F

81^F THROUGH 120^F

5.2% ¨ 0.2%

5.1% ¨ 0.2%

41^F THROUGH 80^F 5.0% ¨ 0.2%

4.9% ¨ 0.2%

-30^F THROUGH 0^F 4.8% ¨ 0.2%

1^F THROUGH 40^F

11/17/11

BUNDLE TYPE 1

(MAXIMUM NUMBER OF

POWER OR DATA CABLES)

BUNDLE TYPE 2

(MAXIMUM NUMBER OF
POWER OR DATA

CABLE TYPE

December 2011

Maximum vertical span is 10% of messenger

wire span.

 3.

SAG  REQUIREMENTS


